












Pipelock sleeves are used around plastic pipes that
penetrate ”fire cells” - rooms or areas that are
designed to resist fire. Manufactured from a high-
quality, fire-resistant, composite plastic, Pipelock
resists corrosion and when burnt emits very little
smoke.  An intumescent material inside the sleeve
expands when affected by fire, putting pressure on
the pipe it surrounds, sealing any gaps and
preventing the spread of flame, smoke or gases
into the protected cell.

When a Pipelock is affected by fire the intumescent
material within the sleeve is activated.  At
temperatures of 120 - 150°C this material expands
to up-to 8 times its installed size, exerts a pressure
of up-to 5 bar, and effectively seals the hole between
the pipe and the barrier it penetrates.  As heat
increases, the surface layer of intumescent material
forms a fire-resistant char preventing the passage
of flame and gases.

The Pipelock sleeve is manufactured in two parts
that fit easily together using stainless steel cleats.
The sleeve can be fitted onto the surface of walls,
bulkheads or decks or embedded within them.  It is
 fixed in place with non-combustible screws or held
in place by weld-on clamps.

To safe-guard against the passage of cold smoke
or gas, or to acheive watertightness, the joint between
the pipe and the partition is sealed with FireStop
Sealant 3000.

-  Easy installation.
-  Maintenance free.
-  Withstands severe weather conditions.
-  Suitable for most sizes of plastic pipes.
- Widely approved.

Contact FireSeal  for technical service or other
assistance.

ESSVE Produkter AB
Box 770                  Tel    +46 8 623 61 00
S-191 27 Sollentuna, Sweden     Fax   +46 8 35 17 36

www.fireseal.com ISO 9001
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Fire rating: .......................A0 - A60

Sizes:...............................55, 82, 110 and 160 mm

Sleeve material: ..............Phenolic resin, glassfibre
      reinforced plastic.
      Steel for PL 160

Intumescent material: ......Graphite base

Sleeve colour: ..................Black

Activating temperature: ...120-150 °C

Storage/Shelf life: ............Unlimited if stored dry

Watertightness: ................3 Bar in conjunction with
       FireStop Sealant 3000.

When ordering, please specify:
- No. and type of Pipelock,
- No. of FireStop Sealant 3000 in 310 ml cartridges,
- No. of welding clamps, if required**.

Type      Pipe O.D.       A    B        C          D          E     F

  55       86    57      106       133         7   115
  82     118    84      146       168         7   131
110               165  113      193       209         7   163
160            219  163      243       268         2   160

  PL       Measures in mm

FireStop Sealant 3000 consumption:
Approx. 20 ml sealant per running meter of bead
measuring  6 x 6 mm.  Additional sealant may be
needed if the pipe O.D. is substantially smaller than
the Pipelock I.D.

IMPORTANT!
Measures can vary slightly. Follow guidelines under
Item 4* for precise marking of holes to be drilled.

FireStop
Sealant 3000*

Pipelock PL

Sliding Cleat

Partition
(no insulation shown)

4 x M5.2 Self-tapping
Screws

Plastic Pipe

FireStop
Sealant 3000

Recommendations for use of our products are based on tests and
information we believe to be reliable. Manufacturer or seller are not
responsible for results where the products are used under conditions
beyond our control. Specifications are subject to change without notice.

1.  Determine size of Pipelock sleeve needed.

2.  Seal the joint between pipe and partition with
     FireStop Sealant 3000 and apply a bead around 
     the perimeter where the Pipelock flange meets 
     the partition.

3.  Assemble the two halves of Pipelock around 
     the pipe and fix them together using the two 
     sliding cleats provided.

4.  Attach Pipelock  firmly to partition surface using 
     four self-tapping screws e.g. 5.2 x 35 mm.*  **

*In case drilled holes are preferred, position Pipelock
and mark the holes through the pre-drilled holes in
the flange.

**The Pipelock can be secured onto the partition
using four steel welding clamps as an alternative to
screws. Such clamps are provided on request.  For
further details see Information FSI-O-016-95.

*Optional dust/debris protection
55
82

110
162
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Pipelock PL

Area of Use
Penetration in fire rated walls, bulkheads and decks
both below and above the maximum flooded area.

Special Properties
Prefabricated seal in complete package.

Simple installation.

Can be used for different types of plastic pipes incl.
drink dispensing lines.

Weather resistant.

5.5 x 32 mm self-tapping screws for attachment provided.
Welding  clamps optional.

Technical Data
Fire Rating A0 - A60
Sizes 55, 82, 114 and 160 mm

O.D. pipes
Material Phenolic plastic cannister

PL 160 made from steel
Activating Temperature Approx. 120°C
Watertightness 300 kPa (30 mWC)*

Moisture Protection
No moisture protection required.

Technical Support
Contact Fire Seal for specification, approval certification
or any other details.

Penetration for plastic pipes
A0, A15, A30 & A60 class

Bulkhead Penetration - Type PP-B

Deck Penetration - Type PP-D

Doc. No.Page Rev.Date
FSH-O-081-04          B25-04-05 9/11

R
ec

om
m

en
da

tio
ns

 f
or

 u
se

 o
f 

ou
r 

pr
od

uc
ts

 a
re

 b
as

ed
 o

n 
te

st
s 

an
d

in
fo

rm
at

io
n 

w
e 

be
le

iv
e 

to
 b

e 
re

lia
bl

e.
 M

an
uf

ac
tu

re
r 

or
 s

el
le

r 
ar

e 
no

t
re

sp
on

si
bl

e 
fo

r 
re

su
lts

 w
he

re
 th

e 
pr

od
uc

ts
 a

re
 u

se
d 

un
de

r 
co

nd
iti

on
s

be
yo

nd
 o

ur
 c

on
tr

ol
. S

pe
ci

fic
at

io
ns

 a
re

 s
ub

je
ct

 to
 c

ha
ng

e 
w

ith
ou

t n
ot

ic
e.

1

3

24

2

5

1

3

2

2

4

4 x ø7

Type

PP

Type  A B  C  D E   F

55  86 57 105 133 6 116
82 118 84 140 168 6 134
110 165 113 180 208 6 163
160 219 162 245 273 1 163

PL Measures in mm
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FireStop Sealant 3000

Area of Use
Specially suitable for penetrations in mineral wool board
draught and sound stop barrier.

Special Properties
Movements or vibrations of the pipe are accepted.

Changes, repairs or retrofits are made with ease.

No coaming required.

Technical Data
Fire Rating Non-rated
Sound Reduction As for barrier
Resiliency ±1 mm, 100 Hz
Moisture protection Not required

Key:

1   FireStop Sealant 3000, c. 5 mm thk
2   D-24B Blanket
3   Mineral wool board barrier to yard specification*
4   Steel pipe*

*Yard Supply

Pipe penetration with flexible sealant

Penetration in Draught and Sound Barrier
Type PDU-B in Bulkhead

Doc. No.Page Rev.Date
FSH-O-081-04         B25-04-05 10/11
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Extract from list of ships using FireSeal Penetration Seal Systems
Song of Norway Cruise Ship

Song of America Cruise Ship

Royal Princess Cruise Ship

Fantasy Cruise Ship

Extasy Cruise Ship

Birka Princess Cruise Ship

Sea Godess I Cruise Ship

Sea Godess II Cruise Ship

Wellamo Pass. Ferry

Svea Pass. Ferry

Karhu Ice-breaker

Amorella Pass. Ferry

Athena Pass. Ferry

Isabella Pass. Ferry

Silja Serenade Pass. Ferry

Silja Symphony Pass. Ferry

Frans Suell Pass. Ferry

NB 373 Brodosplit Pass. Ferry

NB 374 Brodosplit Cargo

NB 376 Brodosplit Cargo

Vistafjord Cruise Ship

Sun Princess Cruise Ship

Dawn Princess Cruise Ship

Super Carneval Cruise Ship

Ryndam Cruise Ship

Charles de Gaulle Aircraft carrier

Rapsody of the Seas Cruise Ship

MacCulloch FPSO

NB 662 3. Maj Product Tanker

NB 663 3. Maj Poduct Tanker

NB 673 3. Maj Product Tanker

NB 6092 Fincantieri Vehicle Carrier

NB 6093 Fincantieri Vehicle Carrier

NB 6069 Fincantieri Pass. Vessel

NB 6070 Fincantieri Pass. Vessel

NB 6065 Fincantieri Cruise Ship

NB 6075 Fincantieri Cruise Ship

NB 6051 Fincantieri Cruise Ship

NB 6057 Fincantieri Cruise Ship

NB 6073 Fincantiei Pass. Vessel

NB 6074 Fincantieri Pass. Vessel

FSI-0-309-95E
08-04

NB 674 3. Maj Product Tanker
NB 678 3. Maj Product Tanker
NB 679 3. Maj Product Tanker
NB 682 3. Maj Chem. Tanker
NB 681 3. Maj Chem. Tanker
NB 683 3. Maj Chem. Tanker
NB 687 3. Maj Chem. Tanker
NB 676 3. Maj Product Tanker
NB 677 3. Maj Product Tanker
NB 694 3. Maj Product Tanker
NB 691 3. Maj Chem. Tanker
NB 692 3. Maj Chem. Tanker
NB 680 3. Maj
NB 6078 Fincantieri Pass. Vessel
NB 6079 Fincantieri Pass. Vessel
NB 6077 Fincantieri Pass. Vessel
NB 6082 Fincantieri Pass. Vessel
NB 6111 Fincantieri Pass. Vessel
NB 6067 Fincantieri Pass. Vessel
NB 6087 Fincantieri Pass. Vessel
NB 6124 Fincantieri Pass. Vessel
NB 6116Fincantieri Pass. Vessel
NB 6100 Fincantieri Pass. Vessel
NB 686 3. Maj Product Tanker
NB 690 3. Maj Product Tanker
NB 695 3. Maj Chem. Tanker
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Alibaba Sovreign Oil UK

Balmoral Sun Oil UK

Bayu-Undan Con-Phill AU

Beatrice ’B’ Brit Oil UK

Beryl ’B’ Mobil UK

Brent ’A’ Shell UK

Brent ’B’ Shell UK

Brent ’C’ Shell UK

Brent ’D’ Shell UK

Buchan BP UK

Claymore ’A’ Occidental UK

Cleeton BP UK

Clyde BP UK

Cormorant ’A’ Shell UK

Cormorant North Shell UK

Dan ’F’ Maersk DK

Draugen Shell N

Fulmar Shell UK

Goodwyn ’A’ Woodside AUS

Gullfaks ’A’ Statoil N

Gullfaks ’B’ Statoil N

Gullfaks ’C’ Statoil N

Gyda BP N

Heimdal Elf N

Heidrun Conoco N

Hibernia (HMDC) Ca

Jotun Mobil N

MacCullogh BP UK

Mad Dog BP US

Magnus BP UK

Michael Mirsksink USSR USSR

Molinpaq Marathon US

Norne Statoil N

North Triumph SOEP Ca

N'Kossa Elf Congo F

Oseberg ’A’ Norsk Hydro N

Oseberg ’B’ Norsk Hydro N

Oseberg ’C’ Norsk Hydro N

Safe Gothia Consafe S

Safe Holmia Consafe S

Safe Jasmina Consafe S

Safe Karinia Consafe S

Sevmash FSUE RU

Shell B.D. Shell UK

Shell C.D. Shell UK

Ship 137 British Gas UK

FSI-0-198-95D
09-04

Sleipner Statoil N
Sleipner Vest Statoil N
Statfjord ’A’ Statoil N
Statfjord ’B’ Statoil N
Statfjord ’C’ Statoil N
Tartan ’A’ Texaco UK
Thebaud SOEP Ca
Thames Arco Arco UK
Treasure Hunter Wilhelmsen N
Troll Shell N
Tyra Danbor DK
Ula BP N
Valentin Shaskin USSR USSR
Valhall Amoco N
Venture SOEP Ca
Veslefrikk Statoil N

Extract from List of Offshore Platforms & Drillships using
FireSeal  Penetration Seal Systems
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High quality products from

include:

- Silicone Foam Seals
- Wrap-Around Pipe Seals
- Joint Seals
- Pipelock Plastic Pipe Seals
- Prefabricated Pipe Seals
- Fire Rated Sealants
- Weather Proofing/

Construction Coating

Representative:

Foto  Husmo-foto. Reklam & Dekor / Österbergs & Sörmlandstryck, Nyköping 29445

Box 770
SE-191 27 Sollentuna, Sweden

Phone: +46 8 623 61 00 • Fax: +46 8 35 17 36
www.fireseal.com




